
1 AD201 - Ignition Leads 2008/2009

GB

Игорь
штамп



2AD201 - Ignition Leads 2008/2009

D



3 AD201 - Ignition Leads 2008/2009

NL



4AD201 - Ignition Leads 2008/2009

F



5 AD201 - Ignition Leads 2008/2009

RUS



6AD201 - Ignition Leads 2008/2009

FIN



7 AD201 - Ignition Leads 2008/2009

SE



8AD201 - Ignition Leads 2008/2009

PL



9 AD201 - Ignition Leads 2008/2009

CZ



10AD201 - Ignition Leads 2008/2009

IT



11 AD201 - Ignition Leads 2008/2009

Glossary
UK D NL F
14mm Dist Durchmesser an der Verteilerseite 14mm Verdelerzijde 14mm diameter Coté distributeur diamètre 14mm
17mm Dist Durchmesser an der Verteilerseite 17mm Verdelerzijde 17mm diameter Coté distributeur diamètre 17mm
Chassis Chassis Chassis Chassis
Coil lead Spulenkabel Bobinekabel Fil bobine
Copper core Kupferkabel Koperkern Conducteur cuivre
DIN Fitments ₁ DIN Anschlüsse DIN aansluitingen Connections DIN
Direct coil Direkte Zündspule Directe ontstekingsbobine Bobine d'allumage direct
Direct Ignition Direkte Zündung Directe ontsteking Allumage direct
Eng Motor Motor Moteur
Including LPG Auch LPG Ook LPG Y compris LPG
M4 Fitments ₂ M4 Anschlüsse M4 aansluitingen Connections M4
Reactive core Reaktivkabel Reactieve kern Conducteur réactif
Resistive alternative Alternativsatz aus Widerstandkabel Alternatieve set met weerstandskabel Faisceau alternatif en technologie 

resistive
Resistive core Widerstandskabel Weerstandskern Conducteur resistif
SAE fi tments ₃ SAE Anschlüsse SAE aansluitingen Connections SAE
Semi-Direct Halbdirekte Zündung Semi directe ontsteking Allumage semi-direct
With coil lead Mit Spulenkabel Met bobinekabel Avec fi l bobine
Without coil lead Ohne Spulenkabel Zonder bobinekabel Sans fi l bobine

UK RUS FIN SE
14mm Dist диаметр 14 мм Jakajanpuoli 14 mm 14mm anslutning
17mm Dist диаметр 17 мм Jakajanpuoli 17 mm 17mm anslutning
Chassis шасси Alusta Chassi
Coil lead центральный провод Puolan johto Tändspole kabel
Copper core медный провод Kupariydin Kopparkärna
DIN Fitments ₁ наконечники DIN DIN liittimet DIN anslutning
Direct coil катушка зажигания на свече Suorasytytyspuola Direkt tändspole
Direct Ignition система прямого зажигания Suorasytytys Direct Ignition
Eng двигатель Moottori Motor
Including LPG включая LPG Myös GAS Med LPG
M4 Fitments ₂ наконечники М4 M4 liittimet M4 anslutning
Reactive core провод реактивного сопротивления Reaktiivinen ydin Reaktiv kabel
Resistive alternative резистивный аналог Resistiivinen vaihtoehto Motstånd alternativ
Resistive core провод активного сопротивления Resistiivinen ydin Motståndkabel
SAE fi tments ₃ наконечники SAE SAE liittimet SAE anslutning
Semi-Direct система синхронного зажигания Semi-direct sytytys Semi-Direkt
With coil lead с центральным проводом Puolan johdolla Med tändspole kabel
Without coil lead без центрального провода Ilman puolan johtoa Utan tändspole kabel

UK PL CZ I
14mm Dist Kopułka Æ 14mm průměr na straně rozdělovače 14 mm Calotta 14mm
17mm Dist Kopułka Æ 17mm průměr na straně rozdělovače 17 mm Calotta 17mm
Chassis Chassis podvozek Telaio
Coil lead Przewód cewki kabel k cívce Cavo bobina
Copper core Przewodnik wykonany z miedzi. kabel s měděným jádrem Conduttore in rame
DIN Fitments ₁ Złącza DIN konektor DIN Connessioni DIN
Direct coil Cewka bezpośrednia přímý zapalovací modul (cívka) Bobina d’accensione diretta
Direct Ignition Zapłon bezpośredni přímý zapalovací modul Accensione diretta
Eng Silnik motor Motore
Including LPG Wliczając LPG včetně LPG LPG incluso
M4 Fitments ₂ Złącza M4 konektor M4 Connessioni M4
Reactive core Przewodnik reaktywny. kabel s opleteným uhlíkovým jádrem Conduttore reattivo
Resistive alternative Przewdód rezystancyjny zamiast miedzianego. alternativně - kabel s odporovým jádrem Alternativo in tecnologia resistiva
Resistive core Przewodnik oporowy. kabel s odporovým (uhlíkovým jádrem) Conduttore resistivo
SAE fi tments ₃ Złącza SAE konektor SAE Connessioni SAE
Semi-Direct Półbezpośredni smíšené zapalování (kabel/přímý modul) Accensione semi-diretta
With coil lead Z przewodem zapłonowym včetně kabelu k cívce Con cavo bobina
Without coil lead Bez przewodu zapłonowego bez kabelu k cívce Senza cavo bobina
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AD Cable Technologies

1 Glass fi bre core

2 Silicone inner insulation

3 Glass-fi bre braid

4 Silicone outer jacket

5 Silicone spark plug boot

6 EPDM/Silicone distributor boot

7 Dedicated zinc plated steel spark plug terminal

8 Dedicated brass distributor terminals

9 Tin plated copper core

Resistive core technology
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Encapsulated resistor10

Stainless steel casing11

Dedicated spark plug connector12

Dedicated distributor connector13

Stainless Steel windings14

Wire wound core technology (Reactive cable)

Copper core technology
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